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Since 1934

Hakkimizda

Kayseri'de 1934 yilinda imalata baslayan “AKDEMIR END. AMB. MAK. SAN. TIC. LTD. STi” Tiirk Sanayiine basari ile hizmet vermektedir.
Organize Sanayi Bolgesindeki kendi yerinde 3500 m” agik ve 3000 m” kapali alanda calismalarnina devam etmektedir. Akdemir Makine
Sanayi, ayrica yaklasik son 30 yildir plastik, kanepe ve ev tekstili sektériundeki 6zel makineler Uzerinde yaptigi proje ve tasanmlariyla
ihtisaslasmis durumdadir. Eksiksiz teknik donanimi, talash imalat makineleri ve mevcutta yer alan iyi egitilmis kadrosuyla yillarin tecriibesini
sayisiz basarilara imza atarak kanitlamistir.

About Us

Started production in 1934 in Kayseri "AKDEMIR END. AMB. MAK. SAN. TIC. LTD. STI. "Successfully it serves to Turkish Industry. Organized Industrial
Zone in its own 3500 m’ open and 3000 m’ closed area continues to work. Akdemir Machine Industry, also plastic about the last 30 years, has
already made on special machines and specialized on the couch in the home textile sector and project design. With its complete technical
equipment, machining machines and well-trained staff, it has proven its years of experience with numerous achievements.



YAY SARMA MAKINESI (OTOMATIK)

SPRING UNIT ROLL PACK MACHINE (AUTOMATIC)

Uriin Kodu

Product Code

AK-2020

AK2020 YAY SARMA MAKINES] { OTOMATIK )

AK2020 SPRING UNIT ROLL PACK MACHINE
[ AUTOMATIC )

Bu makine yay karkaslarimi rulo formunda sararak depolama ve nakliye
maliyetlerini diistirmek igin kullamilir. Ayrica yaylann kullanim siiresince
olusabilecek cdkme riskini de ortadan kaldirmaktadir.

This machine Is used to reduce storage and transportation costs by
wrapping spring carcasses in roll form. It also eliminates the risk of springs
collapsing during use.

PLC kontrollii operatdr kontrol paneli

PLC controlled operation control panel

Dokunmatik TFT ekran

TFT screen with touchpad

Siiriicii iz ayar kontrolii

Drive speed adjustment contral

Kaplama malzemesi besleme linitesi bobin tutuculan hava safth (@ 76,2 mm /3" )

Coating material feeding unit coil holders with air shaft (@ 76,2 mm /3" )

Sarilacak yay 6zellijine gore basing ayan yapabilme

Ability to adjust pressure according to the feature of the spring to be
wound

Sanlabilecek yay karkaslan | Bonel, Torba standart yay karkaslan )

Spring carcasses that can be wrapped (Bonel, Torba standard spring
carcasses)

Maksimum 180 mm yiiksekliginde bonel yay karkas: sanlabilir

Bonel spring carcass with a maximum helght of 180 mm can be wrapped

Maksimum 230 mm yiksekliginde torba yay karkasi sanilabilic

Pocket spring carcass with a maximum height of 220 mm can be wrapped

Maksimum @ 100 cm ¢apinda kaplama malzemesi rulosu takilabilme

Ability to attach coating material rolls with a maximum diameter of @ 80
om

Sanm igin dnerilen rulo gaps 500 mm'dir.

The recommended roll diameter for winding is 500 mm.

Sarilabilecek maksimum rulo ¢api 650 mm'dir.

The maximum roll diameter that can be wrapped Is 650 mm.

A.C. Motor kontrol hiz slirticiiler

A.C. motor speed control drivers

Dijital gikti sayici

Qutput digital counter

Bir saatte yaklagik maksimum 24 adet rulo sanlabilir. | ﬁrnegin,' Torba yaylarda
S'erli sanmlarda saatte 24 adet rulo sarabilme ) - { Bu miktarlar sanlacak cesitli
alclilerdeki yay tiplerine ve adetlerine gére degisiklik gosterebilir. )

Armaximum of 24 rolls can be wrapped in one hour. (For example; Ability to
wind 24 coils per hour in 5-piece windings for pocket springs) - (These
quantities may vary depending an the types and quantities of springs of
various sizes to be wound.)

Kaplama malzemesi besleme initesine 2 adet ayni veya farkh &lglilerde rulo
takilabilir,
(Istege bagh besleme iinitesi opsiyonel olarak artinlabilir)

2 rolls of the same or different sizes can be attached to the coating material
feeding unit,
[Optional feeding unit can be increased optionally)

Kaplama malzemesini sanci silindire otomatik tutturma

Automatic attachment of the coating material to the winder raller

Kaplama malzemesini sanm bitiminde otomatik kesme ve hotmeltli yapistirma
sistemi

Automatic cutting and hotmelt gluing system at the end of wrapping the
coating material

Yay karkaslarim otomatik besleme linitesi

Automatic feeding unit for spring carcasses

Sanlacak yay karkasi adetlerini belirleme ve sayabilme

Determining and counting the number of spring carcasses to be wrapped

Yay karkasi besleme iinitesinde hizalama yapabilme

Ability to align spring carcass feeding unit

Yay hasin besleme araligi sinyalizasyon sistemi

spring mat feeding range signaling system

Istenilen adet tamamlandi§inda uyan ikaz sistemi

Warning system when the desired quantity is completed

Kaplama malzemesi bitiminde otomatik durdurma sistemi

Automatic stop system at the end of coating material

Opsiyonel sanlmis rule kaldirma ve stre¢leme sistemi

ﬁﬁsﬁﬁﬁﬁharl‘md okuyucu sistem ( El tipi ve maksimum 10 say karakteri
okuyabilme )

| Optional wrapped roll lifting and stretching system

| Dptioﬁal barcode rcadEs:.'stem
[Handheld and capable of reading a maximum of 10 number characters)

Opsiyonel giivenlik 151k perde bariyerleri

Optional safety light curtain barriers

Toplam hava ihtiyaci; 6 - 8 bar

Total air requirement; & - 8 bars

Toplam gli; 3P 400V+N+MP, 20,65 kW, 50Hz

Total power; 3P 400V+N+MP, 20.65 kW, 50Hz

Machine Weight

Gowvde Unitesi Uriin Besleme Onitesi Kaplama Malzemesi Onitesi Sanimis Rulo Kaldirma ve Strecleme Unitesi ( Opsiyonel |
Body Unit Product Feading Linit Coating Material Unit Wrapped Roll Remaoval and Stretch Unit (Optional)

Makine Genigligi 4000 mm 2100 mm 1550 mm 750 mm

Machine Width
Ll 1950 mm 4100 mm 2350 mm 1300 mm

Machine Length
i Lokl 1 2300 mm 1400 mm 1350 mm 500 mm

Machine Height

Makchaa Aguii)) 4000 kg 1750 kg 500 kg 750 kg




YAY YORMA MAKINESI

SPRING FRAME FATIGUE MACHINE

Uriin Kodu
Product Code AK-2400

Yatak ve kanepe igerisinde kullanilan yay karkaslarinda
kullanim siresince karsilasilabilecek bolgesel ¢cokmeleri
onlemek icin yay karkaslarina istenilen adette baski
uygulamak suretiyle yorarak, sonradan olusabilecek bolgesel
¢okmeleri onceden dnlemeye yarayan makinadir.

This machine used to prevent local collapses that could occur
later on by applying pressure in a desired quantity in order to

prevent local collapses during usage in spring frames used in

beds and sofas.

UZUNLUK / LENGHT 1880 mm
GENISLIK / WiDTH 2100 mm
YOKSEKLIK / HEIGHT 1000 mm

Uriin Kodu
Product Code AK-2450

Yatak ve kanepe igerisinde kullanilan yay karkaslarinda
kullanim siresince karsilasabilecek bolgesel ¢okmeleri
onlemek icin yay karkaslarini iki bant arasindan gegirerek
baski uygulamak suretiyle yoran, sonradan olusabilecek
bolgesel cokmeleri dnceden dnlemeye yarayan makinadir.

This machine used to prevent local collapses by applying
pressure within two bands by passing spring frames in order to
prevent local collapses that could occur during usage in bed
and sofas.

UZUNLUK [ LENGHT 4000 mm
GENISLIK / WIDTH 2350 mm
YUKSEKLIK / HEIGHT 1200 mm

Uriin Kodu
Product Code AK-2100
SPRING FRAME SPIRAL GRINDING MACHINE

GROUP
YAY EZME MAKINESI

Yay karkasinin 6rgu spirallerinin donerek ¢ikmasini dnlemek
icin, bir sira Uzerindeki bitin yay spirallerinin ezilmesi icin
gereken hidrolik sistemli basingla, 6rgi spirallerini belirli bir
tonajda ezerek sikistirip, donerek ¢cikmasini 6nleyen
makinadir.

This machine prevents the spring spirals break out by grinding
the sprirals in a consistent tonnage with the help of hydraulic
pressure system that is needed to grind the rolling spirals in the
spring frame.

UZUNLUK / LENGHT 2200 mm
GENISLIK / WIDTH 700 mm
YUKSEKLIK / HEIGHT 800 mm

KLiPS SPIRAL ORME TEZGAHI
CLIPS SPIRAL FRAME MACHINE

Uriin Kodu
Product Code AK-2200

Yay karkaslarinin ¢evresinde bulunan cerceve telini yaptigi
helezon seklindeki tel ile karkasa orerek tutturmaya yarayan
tezgahtir.

This machine is used to bind the frame wire on to the main
frame around the wires with a helicoids wire that it self has
produced.

UZUNLUK / LENGHT 7500 mm
GENISLIK / WIDTH 500 mm
YUKSEKLIK / HEIGHT 1250 mm

GUc / POWER 100 rpm




AHMDEMIR 7.

GROUP -

GUVEN

YAY BALYASI ACMA MAKINES] [ AK.2120 VEREN
SPRING UNIT UNPRESSING MACHINE [ ProductCode TEKNOLOJ

Acllabilecek preslenmis balya halindeki yay tipleri;

Bonel, LFK, torba vb. yay cesitleri

Maksimum balya ebatlar 2000 x 2000mm

Alt ve Ust platform arasindaki maksimum agilabilirlik mesafesi, 2500mm

Preslenmis yay balyalarini glvenli bir sekilde agmak icin kullanihr. _—-
\

Types of spring units to be unpacked; Bonnell, LFK, _—
Pocketed etc. Maximum bale sizes 2000 x 2000 mm = —
Maximum opening distance between top and bottom platform 2500mm
¥ 3 £
f \' 5 -

UZUNLUK / LENGHT 2300 mm F ; AN

i
:
»

GENISLIK / WIDTH 2300 mm
YUKSEKLIK / HEIGHT 3000 mm \ | N ' ‘

TEL CERCEVE BUKME TEZGAHI

Uriin Kodu : h ! =
Product Code AK-2300 = \
WIRE FRAME CURVING MACHINE T ,

Yay karkaslarinin ¢evresinde bulunan cerceve tellerinin i \
pnomatik sistem yardimiyla istenilen ebatlarda maksimum
5 er adet cerceve telini ayni anda blkebilen tezgahtir.

This machine can curve maximum 5 frame wires together in the
desired dimensions on to the main frame with the help of a
pneumatic system.

UZUNLUK [ L
GENISLIK /
YUKSEKLIK / HEIGHT 800 mm




ELYAF PAKETLEME MAKINESI

FIBER PACKAGING MACHINE

Uriin Kodu
Product Code

AK-2500

AK2500 ELYAF PAKETLEME MAKINESI

AK2500 FIBER PACKAGING MACHINE

Bu makine; Uretilmis farkh caplardaki elyaf rulolarnini presleyerek,
ambalajlamak, nakliye ve depolama maliyetlerini azaltmak igin kullanilir,

This machine; It is used to compress and package produced fiber rolls of
different diameters and to reduce transportation and storage costs,

Pndmatik hareketli 10 adet presleme borusu

10 pressing pipes with pneumatic action

Presleme siiresini elyaf capina gére ayarlayabilme

Ability to adjust pressing time according to fiber diameter

Presleme siiresini elyaf agirligina gore ayarlayabilme

Ability to adjust pressing time according to fiber weight

Dart farkh kontrol butonu

Four different control buttons

Sikigtirma Compression

Bosaltma Unloading

Agma Opening

Durdurma Stopping

Otomatik bosaltma sistemi Automatic unloading system

Festo pndmatik ve valf

Festo pneumatics and valve

Presleme borusu maksimum uzunluk 245 cm

Pressing pipe maximum length 245 cm

Maksimum 100 cm capinda malzeme preslenebilir.

Material with a maximum diameter of 100 cm can be pressed.

Paslanmaz celik hava deposu

Stainless steel air tank

Toplam hava ihtiyacs; 6 - 8 bar

Total air requirement; 6 - B bars

Toplam giig; 1,5 kW

Total power; 1,5 kW

GENISLIK / WIDTH 265 cm
UZUNLUK [/ LENGHT 400 cm
YOUKSEKLIK / HEIGHT 260 em

AGIRLIK [/ WEIGHT

1000 kg




